
S P E C I A L T YPERVADE

BENEFITS:

MANAGES ‘HOT SPOTS’ FOR PREVENTING LOCALIZED DRY SPOTS

PROMOTES DISPERSION TO PREVENT PUDDLING

AIDS IN FLUSHING FOR HEALTHIER SOIL COMPOSITION

INTRODUCES O2 INTO ROOT ZONE



DISTRIBUTED BY

P R E M I E R  I N F I LT R AT I O N  T E C H N O L O G YPERVADE
Pervade is a superior soil penetrant designed to quickly move water through the soil profile, allowing oxygen to move in. 
It promotes longer-lasting moisture penetration than traditional alcohol- and soap-based wetting agents.  
Pervade is 100% biodegradable, non-burning and compatible with treated water supplies. 

A C T I V E  I N G R E D I E N T S

Proprietary Blend of Di-sulfosuccinate Surfactants ................................................................................................72.0%
Buffers, Couplers, and Stabilizers Ineffective as Adjuvants .....................................................................................28.0%

   Net Weight: 8.34 lb/gal (1.000 kg/L)

P R O F E S S I O N A L  U S E  G U I D E L I N E S  q

APPLICATION: 
Apply with any equipment that delivers an even coverage to the targeted area. Ideally, Pervade should be watered in 
within 6-12 hours.

RATE OF APPLICATION:
Apply 1-2 fl oz / 1000 sq ft (2.5-5.0 L/ha) every 3-4 weeks as needed.

COMPATIBILITY: 
Pervade is compatible with all Floratine soil products. Tank mixing should never be attempted with any other product 
unless definite compatibility is predetermined by using the standard jar test. For best mixing results, remove tank 
strainer prior to product addition.
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